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C-2 PCS

Wooden dowels

A-21 PCS

B-21 PCS

+ -

Cams

Additional tools required:      
1 x  cross-head screwdriver.

R-1 PC

Allen key tool

D-4 PCS

(20mm)

E-1 PC

(98mm)

F-1 PC

(128mm)

G-1PC

Q-4 PCS

(50mm)

J-4 PCS

P-1

H-4PCS

(16mm)

N-12PCS

(15mm)

M-2PCS

K-4PCS

(M3.5*12mm)

6154-3018

U-21PCS

Cam covers
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P-3

DO NOT USE A POWER DRILL TO TIGHTEN THE SCREWS
-TIGHTEN BY HAND WITH THE ALLEN KEY PROVIDED.
Before use please check all fixings are tightened fully.
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Separate the lock parts as below.
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P-4

DO NOT USE A POWER DRILL TO TIGHTEN THE SCREWS
-TIGHTEN BY HAND WITH THE ALLEN KEY PROVIDED.
Before use please check all fixings are tightened fully.
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DO NOT USE A POWER DRILL TO TIGHTEN THE SCREWS
-TIGHTEN BY HAND WITH THE ALLEN KEY PROVIDED.
Before use please check all fixings are tightened fully.
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M*2 N*4
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adjust hole
fixing hole

1.Loosen screw ‘b’ to move the base to 
   line up the guiding hole.
2.Fit the screw ‘N’ into ‘adjust holes’
   after adjusting the doors well. 
   Then fix rest of the screws ‘N’.

F D*2

N*8

How to adjust the doors.
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DO NOT USE A POWER DRILL TO TIGHTEN THE SCREWS
-TIGHTEN BY HAND WITH THE ALLEN KEY PROVIDED.
Before use please check all fixings are tightened fully.
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Separate the part “J” as below.
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Note: Please fit cam covers (U) onto visible/exposed 
cams (B) to complete assembly.


